Contents

ISO 150:1980 Raw, refined and boiled linseed oil for paints and varnishes — Specifications and methods of test
ISO 276:1981 Linseed stand oil for paints and varnishes — Specifications and methods of test
ISO 277:1983 Raw tung oils for paints and varnishes — Specifications and methods of test
ISO 473:1982 Lithopone pigments for paints — Specifications and methods of test
ISO 510:1977 Red lead for paints
ISO 787-4:1981 General methods of test for pigments and extenders — Part 4: Determination of acidity or alkalinity of the aqueous extract


ISO 787-16:1986 General methods of test for pigments and extenders — Part 16: Determination of relative tinting strength (or equivalent colouring value) and colour on reduction of coloured pigments — Visual comparison method

ISO 787-17:1973 General methods of test for pigments — Part 17: Comparison of lightening power of white pigments


ISO 787-23:1979 General methods of test for pigments and extenders — Part 23: Determination of density (using a centrifuge to remove entrained air)


ISO 788:1974 Ultramarine pigments for paints

ISO 1247:1974 Aluminium pigments for paints


ISO 1248:1974 Iron oxide pigments for paints

ISO 1249:1974 Zinc chromate pigments — Basic zinc potassium chromate pigments and zinc tetrahydroxycromate pigments


ISO 1625:1998 Plastics — Polymer dispersions — Determination of non-volatile matter (residue) at specified temperatures

ISO 2040:1972 Strontium chromate pigments for paints

ISO 2068:1972 Barium chromate pigments for paints

ISO 2114:2000 Plastics (polyester resins) and paints and varnishes (binders) — Determination of partial acid value and total acid value

ISO 2495:1995 Iron blue pigments — Specifications and methods of test

ISO 2554:1997 Plastics — Unsaturated polyester resins — Determination of hydroxyl value
ISO 3219:1993  Plastics — Polymers/resins in the liquid state or as emulsions or dispersions — Determination of viscosity using a rotational viscometer with defined shear rate


ISO 3262-8:1999  Extenders for paints — Specifications and methods of test — Part 8: Natural clay


ISO 3549:1995  Zinc dust pigments for paints — Specifications and test methods
ISO 3681:1996  Binders for paints and varnishes — Determination of saponification value — Titrimetric method

ISO 3711:1990  Lead chromate pigments and lead chromate-molybdate pigments — Specifications and methods of test

ISO 4619:1998  Driers for paints and varnishes

ISO 4620:1986  Cadmium pigments — Specifications and methods of test

ISO 4621:1986  Chrome oxide green pigments — Specifications and methods of test

ISO 4625:1980  Binders for paints and varnishes — Determination of softening point — Ring-and-ball method


ISO 4629:1996  Binders for paints and varnishes — Determination of hydroxyl value — Titrimetric method

ISO 4630:1997  Binders for paints and varnishes — Estimation of colour of clear liquids by the Gardner colour scale

ISO 6271:1997  Clear liquids — Estimation of colour by the platinum-cobalt scale


ISO 6744-2:1999  Binders for paints and varnishes — Alkyd resins — Part 2: Determination of phthalic anhydride content

ISO 6744-3:1999  Binders for paints and varnishes — Alkyd resins — Part 3: Determination of unsaponifiable matter content

ISO 6744-4:1999  Binders for paints and varnishes — Alkyd resins — Part 4: Determination of fatty acid content

ISO 6745:1990  Zinc phosphate pigments for paints — Specifications and methods of test

ISO 7142:1984  Binders for paints and varnishes — Epoxy resins — General methods of test

ISO 7143:2000  Paints, varnishes and binders — Methods of test for characterizing water-based coating materials and binders


ISO 8618:1995  Plastics — Liquid phenolic resins — Conventional determination of non-volatile matter

ISO 8623:1997  Tall-oil fatty acids for paints and varnishes — Specifications and test methods


<table>
<thead>
<tr>
<th>Standard Number</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>ISO 8781-1:1990</td>
<td>Pigments and extenders — Methods of assessment of dispersion characteristics — Part 1: Assessment from the change in tinting strength of coloured pigments</td>
</tr>
<tr>
<td>ISO 8781-2:1990</td>
<td>Pigments and extenders — Methods of assessment of dispersion characteristics — Part 2: Assessment from the change in fineness of grind</td>
</tr>
<tr>
<td>ISO 8781-3:1990</td>
<td>Pigments and extenders — Methods of assessment of dispersion characteristics — Part 3: Assessment from the change in gloss</td>
</tr>
<tr>
<td>ISO 9020:1994</td>
<td>Binders for paints and varnishes — Determination of free-formaldehyde content of amino resins — Sodium sulfite titrimetric method</td>
</tr>
<tr>
<td>ISO 10283:1997</td>
<td>Binders for paints and varnishes — Determination of monomeric diisocyanates in polyisocyanate resins</td>
</tr>
<tr>
<td>ISO 10601:1993</td>
<td>Micaceous iron oxide pigments for paints — Specifications and test methods</td>
</tr>
<tr>
<td>ISO 11668:1997</td>
<td>Binders for paints and varnishes — Chlorinated polymerization resins — General methods of test</td>
</tr>
<tr>
<td>ISO 11908:1996</td>
<td>Binders for paints and varnishes — Amino resins — General methods of test</td>
</tr>
<tr>
<td>ISO 11909:1996</td>
<td>Binders for paints and varnishes — Polyisocyanate resins — General methods of test</td>
</tr>
<tr>
<td>ISO 13885-1:1998</td>
<td>Binders for paints and varnishes — Gel permeation chromatography (GPC) — Part 1: Tetrahydrofuran (THF) as eluent</td>
</tr>
<tr>
<td>ISO 14446:1999</td>
<td>Binders for paints and varnishes — Determination of the viscosity of industrial cellulose nitrate solutions and classification of such solutions</td>
</tr>
</tbody>
</table>

**Subject index**

**Concordance list of ISO and ASTM standards**