ISO Standards Handbook:
Paper, board and pulps

Volume 1


Contents

ISO 186:2002 Paper and board — Sampling to determine average quality
ISO 187:1990 Paper, board and pulps — Standard atmosphere for conditioning and testing and procedure for monitoring the atmosphere and conditioning of samples
ISO 216:1975 Writing paper and certain classes of printed matter — Trimmed sizes — A and B series
ISO 217:1995 Paper — Untrimmed sizes — Designation and tolerances for primary and supplementary ranges, and indication of machine direction
ISO 269:1985 Correspondence envelopes — Designation and sizes
ISO 302:1981 Pulps — Determination of Kappa number
ISO 353:1975 Processed writing paper and certain classes of printed matter — Method of expression of dimensions
ISO 415:1975 Envelopes, postcards and similar articles — Cancellation area
ISO 416:1974 Picture postcards — Area reserved for the address
ISO 534:1988 Paper and board — Determination of thickness and apparent bulk density or apparent sheet density
ISO 536:1995 Paper and board — Determination of grammage
ISO 618:1974 Paper — Articles of stationery that include detachable sheets — Overall trimmed sizes
ISO 638:1974 Pulps — Determination of dry matter content
ISO 692:1982 Pulps — Determination of alkali solubility
ISO 776:1982 Pulps — Determination of acid-insoluble ash
ISO 801-2:1994 Pulps — Determination of saleable mass in lots — Part 2: Pulps (such as flash-dried pulps) baled in slabs
ISO 1154:1975  Information processing — Punched paper tape — Dimensions and location of feed holes and code holes
ISO 1681:1973  Information processing — Unpunched paper cards — Specification
ISO 1762:2001  Paper, board and pulps — Determination of residue (ash) on ignition at 525 degrees C
ISO 1830:1982  Pulps — Determination of manganese content — Sodium periodate photometric and flame atomic absorption spectrometric methods
ISO 2144:1997  Paper, board and pulps — Determination of residue (ash) on ignition at 900 degrees C
ISO 2493:1992  Paper and board — Determination of resistance to bending
ISO 2528:1995  Sheet materials — Determination of water vapour transmission rate — Gravimetric (dish) method
ISO 2758:2001  Paper — Determination of bursting strength
ISO 2759:2001  Board — Determination of bursting strength
ISO 2784:1974  Continuous forms used for information processing — Sizes and sprocket feed holes
ISO 2965:1997  Materials used as cigarette papers, filter plug wrap and filter joining paper, including materials having an oriented permeable zone — Determination of air permeability
ISO 3034:1975  Corrugated fibreboard — Determination of thickness
ISO 3036:1975  Board — Determination of puncture resistance
ISO 3037:1994  Corrugated fibreboard — Determination of edgewise crush resistance (Unwaxed edge method)
ISO 3038:1975  Corrugated fibreboard — Determination of the water resistance of the glue bond by immersion
ISO 3039:1975  Corrugated fibreboard — Determination of the grammage of the component papers after separation
ISO 3260:1982  Pulps — Determination of chlorine consumption (Degree of delignification)
ISO 3535:1977  Forms design sheet and layout chart
ISO 3688:1999  Pulps — Preparation of laboratory sheets for the measurement of diffuse blue reflectance factor (ISO brightness)
ISO 3689:1983  Paper and board — Determination of bursting strength after immersion in water
ISO 3692:1976  Information processing — Reels and cores for 25.4 mm (1 in) perforated paper tape for information interchange — Dimensions
ISO 3781:1983  Paper and board — Determination of tensile strength after immersion in water